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NEMA 5-15P TO IEC-C5 POWER CORD 3 PRONG 6’

FEATURES
• 6’ NEMA 5-15P To IEC-C5 Power Cord 3 Prong
• Used to power notebooks and other 3 prong “mickey mouse” 

connector devices
• Either as a replacement or as an extension, this cable will 

provide high-quality,  long-lasting functionality
• 2-prong grounded male plug to 3-slot female connection type
• Heavy duty 18 AWG power cord, fully molded for durability
• Technical specifications; 10A, 125V rating, 18 AWG, FT2, SVT
• UL, cUL listed and CSA approved
• RoHS compliant

SKUS MC-305Q

MATERIALS

(1)

Molded PVC 35P, Colour: Black

Bracket: YS-002

Terminal: 98661BS-1

Terminal: 4.75mm, 98661BS-1

(2)

Molded PVC 35P, Colour: Black

Bracket: YS-008

Terminal: 98732PS-0

Terminal: 98714PS-0

(3) UL SVT 18AWG*3C OD 6.3mm, Jacket Black

SPECIFICATIONS

ROHS COMPLIANT | UL, CUL LISTED | CSA APPROVED

TOLERANCE X ± 0.5 | .X ± 0.3 | .XX ± 0.1

CABLE LENGTH 
UNLESS OTHERWISE 
SPEC. TOLERANCE

Under 6FT: ±25mm
Another: ±50mm


